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1. REHABILITATION OF AREA 'A' IS COMPLETE.  MINIMAL QUANTITY OF AGGREGATE STILL REMAINS AT

LOCALIZED LOCATIONS AS DETERMINED BY TEST PIT AND BOREHOLE EXCAVATIONS.  NO FURTHER

EXTRACTION IS EXPECTED TO OCCUR IN AREA 'A'.

OPERATIONAL NOTES

AREA  'A'

AREA  'B'

1. CONTINUE EXTRACTION IN AREA 'B' BELOW THE PREVIOUS LICENCE LIMIT (ELEVATION 98.0 METRES).

DEPTH TO 0.3 METRES ABOVE SILTY CLAY TILL LAYER IS BETWEEN 0.2 AND 2.9 METRES BELOW CURRENT

GRADE.  UNDERWATER EXTRACTION WILL TAKE PLACE FROM SOUTH TO NORTH.

2. AS THE EXCAVATION APPROACHES THE NORTH END OF AREA 'B', INITIATE PROGRESSIVE

REHABILITATION OF AREA 'B' BY USING STOCKPILED TOPSOIL & OVERBURDEN STRIPPED FROM AREA 'C'.

AREA  'C'

1. STRIP AREA 'C' AND USE ANY NECESSARY MATERIAL TO AID IN THE REHABILITATION OF AREA 'B'.  ANY

SURPLUS TOPSOIL AND OVERBURDEN SHALL BE STOCKPILED ON THE WEST SIDE OF AREA 'C' TO ALLOW

FOR BERM CONSTRUCTION.

2. INITIATE EXTRACTION IN AREA 'C' IN A WESTERLY AND NORTHERLY DIRECTION DOWN TO ELEVATION 98.0

METRES (APPROXIMATELY 1.5 METRES ABOVE WATER TABLE).

3. AS THE EXCAVATION REACHES THE NORTH END OF AREA 'C', INITIATE UNDERWATER EXTRACTION

BELOW ELEVATION 98.0 METRES.  DEPTH TO 0.3 METRES ABOVE SILTY CLAY TILL LAYER IS MAXIMUM 0.8

METRES BELOW PREVIOUS LICENCE LIMIT.  UNDERWATER EXTRACTION APPLIES TO SOUTH HALF OF

AREA 'C' ONLY.

4. AS THE EXCAVATION APPROACHES THE LIMITS OF EXTRACTION AT THE NORTH END OF AREA 'C',

INITIATE PROGRESSIVE REHABILITATION OF AREA 'C' BY USING STOCKPILED TOPSOIL & OVERBURDEN.

5. COMPLETE THE REHABILITATION OF AREA 'C' AND THE HAUL ROAD BY USING STOCKPILED TOPSOIL &

OVERBURDEN.

19. THIS SITE PLAN IS PREPARED UNDER THE AGGREGATE RESOURCES ACT FOR A CATEGORY 1 - CLASS A

LICENCE.
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0.3 METRES ABOVE SILTY CLAY TILL AS NOTED IN OPERATIONAL NOTES.
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Extraction Plan

AS SHOWN LON-00015778-GE

E.B. B.C.

Olalondo Pit Underwater Extraction

21515 Olalondo Road

Middlesex Centre, Ontario

KEY PLAN

   -NOTES-

1. Benchmark is the northeast abutment of the weigh scales (Assumed

Elevation 100.00 m).

2. Groundwater elevation inferred from test holes advanced during

Geotechnical Investigation (~ 96.5 m).

3. Licence Limit is 1.5 m above groundwater level. Licence Limit:

Elevation 98.0 m.
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